
How to hard-wire a permanent 

power supply to your Motus powered 

Enigma pocket door system.

INSTALLATION ADVICE Modified March 2021  |  Revision 002

IMPORTANT SAFETY INFORMATION

The unit should be installed and commissioned by a trained and qualified personnel.
The unit may only be opened and repaired by the manufacturer.

This unit may only be operated from a protective low-voltage with safe electrical isolation.
Always consider the safety functions of your application as a whole, never just in relation to one individual component of the system.

The installed is responsible for carrying out a risk assessment and installing the switch and the system correctly.
Avoid touching any electronic components.
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Stripper

Small Phillips 
Screwdriver

Small Flat-head 
Screwdriver

Hex Key 
(4mm)

A low-voltage electrical connection is required. 
Please ensure suitable wiring provisions are in 
place before starting installation.

Wiring Requirements

1. 13 amp fused spur isolation switch

2. 1.5mm twin and earth cable feed to the 
top of the pocket enclosure.
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Carefully open the cover of the control unit 
housing by levering it out with the tip of a flat-
bladed screwdriver.

Relax the screws of the connection terminals 
and remove the internal shockproof socket.
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Loosen the screw in the cover of the power 
supply housing and remove the cover (on the 
side where the connections are located).

IMPORTANT

Keep the cover and the screw in a safe place 
as you will require it later.
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When the system is installed with permanent 
power supply, the internal power supply socket 
has to be removed.

Loosen the screws at the end stop and move the 
end stop to the centre of the system.

IMPORTANT

Do not remove or screw down the end stop

1. MOVE END STOP

2. REMOVE POWER SUPPLY COVER

3. REMOVE INTERNAL SOCKET
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Connect all external accessories, except safety 
sensors. The cables for Sensors, Push-buttons 
etc have to be laid inside a cable channel as 
indicated in the picture.

If additional Accessories are not required move to 
Step 7,

Lay the grounding line through the housing 
of the operator as shown in the picture and 
connect it to the grounding terminal (PE).
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Cut the leads to length, dismantle them and connect 
L1 and N to the connection terminals of the power 
supply as shown.

IMPORTANT

Before starting with the installation, make sure 
that the power supply line is dead (de-energized).

4. LIVE & NEUTRAL CONNECTIONS

5. EARTH CONNECTION

6. CONNECT EXTERNAL ACCESSORIES
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Move the end stop to the end of the channel and 
screw it down thoroughly. 

IMPORTANT

The end stop must not overlap.
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Close the cover of the control unit housing. Fix and 
screw down the cover of the power supply housing. 

7. CLOSE AND SCREW-DOWN COVERS

8. RETURN END STOP

For help and advice with 
your installation contact 
our experienced team:

020 3880 0339 
Email  sales@enigmapocketdoors.com

 

https://enigmapocketdoors.com/

