
Modified March 2021  |  Revision 001

IMPORTANT SAFETY INFORMATION

The unit should be installed and commissioned by a trained and qualified personnel.
The unit may only be opened and repaired by the manufacturer.

This unit may only be operated from a protective low-voltage with safe electrical isolation.
Always consider the safety functions of your application as a whole, never just in relation to one individual component of the system.

The installer is responsible for carrying out a risk assessment and installing any detectors and the system correctly.
Avoid touching any electronic components.
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Cable Stripper
& Cutters

Flathead Screwdrivers
(Medium & Small)

Long-nose Pliers

Motus© Powered
Sync Unit

Installation Guide

https://enigmapocketdoors.com/


1. Drill Head Channel 

Work out in relation to your current internal 
wall cabling as to the route to the centre of 
the tracks, then drill a hole no smaller than 

8mm in the Head Channel as shown.

4. Connect Tracks 

Wire the block to the tracks as per the 
image. Connect the two tracks together 

with the Sync-cable provided in the plugs 
shown in the second image.

7. Connect Tracks 

Test the doors to ensure correct movement/
function. Attached the cover plate to cover 

the gap and screw into place.

2. Remove Kettle-lead Ports 

Remove the fascias on both tracks 
to expose the kettle lead port and 

connection terminals. Ports need to 
be removed from both tracks.

5. Wire Power Cable  

Wire the power cable to the 
connector block as shown.  

Power-up the track.

3. Prepare Cable 

Cut the kettle lead plug off the power 
cable supplied and thread through the 
hole drilled previously. Strip the cable 

ends approximately an inch from the end.

6. Calibrate Tracks 

Press and hold ‘reset’ on both tracks for 3 
seconds - The LED light will flash, let go and 

the doors will calibrate (Open/close)

IMPORTANT 
The tracks must have the same Speed/Delay times to 
sync correctly. These can be adjusted with the plastic 

screwdriver (enclosed). Do not over turn the adjustment 
screws; only turn between Min and Max.

For help and advice with 
your installation contact our 

experienced team:

020 3880 0339 
Email  sales@enigmapocketdoors.com
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